
UP & DOWN
FRANCA 90

GU10

luce in una sola direzione o con apertura
doppia ed emissione della luce up&down.
Fornita con inclusa lampadina a LED GU10
con Kelvin impostabile

FRANCA 90 FRANCA 90-1L
WALL

FRANCA 90-2L
WALL

FRANCA 90
SPIKE

3A7.003.U2K

UV-TREATED

ANTI-SHOCK TEMPERATURE

PUBLIC RESIDENTIAL INDOOR
OUTDOOR

RECYCLABLE

DOUBLE
INSULATION

WALL SPIKECEILING
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UP & DOWN
FRANCA 90

FRANCA 90 - COMPONENTS FRANCA 90

115

95

DIFFUSER

Dimensions and weight
Diameter: Ø95 mm
Height: 115 mm
Weight: 0,4 Kg

Moulded colours:

Diffuser PC:

COVER

INSTALLATION ELEMENTS

BODY

CONNECTION RING

FRANCA 90 WALL FRANCA 90-2L WALL FRANCA 90 SPIKEFRANCA 90

SUFFIXGU10 LED 100 - 240 V SUFFIX




4000 K

2700 K

6 W 600 Lm

4000 K

2700 K









SAVE 92%







LED LAMPS

CCT SETTABLE LED LAMP
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