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ELISA
SQUARE BOLLARD
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versioni disponibili per istallazioni su stelo

in colore bianco e fornita con incluse
lampadine a LED GX53 con Kelvin
impostabile

DS2.564.D1K

PUBLIC RESIDENTIAL

WALL POST SPIKE

UV-TREATED

ANTI-SHOCK TEMPERATURERECYCLABLE

DOUBLE
INSULATION

IECEE CB
SCHEME
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ELISA

ELISA

126

ELISA COMPONENTS

CAP

REFLECTOR

DIFFUSER

SQUARE BOLLARD
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Dimensions
Height: 165/500/800 mm
Width: 126 mm
Depth: 126 mm
Moulded colours:

Diffuser PMMA:

GX53 LED 100 - 240 V SUFFIX




3 W 4000 K
3000 K




800 Lm 4000 K
3000 K

10 W 1200 Lm 4000 K
3000 K

PHOTOMETRIC DATA SAMPLE














SAVE 93%

SAVE 90%

ESTER ELISA

LED LAMPS

CCT SETTABLE LED LAMP
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SQUARE BOLLARD
ELISA

DS2.564.D1K

DS2.560.D1K

DS2.561.D1K

DS2.563.D1K
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ELISA

ELISA 800 ELISA 500

ELISA WALL



















ELISA SPIKE







3W DS2.564.G1K 3W DS2.563.G1K

3W DS2.560.G1K

7W DS2.564.C1K 7W DS2.563.C1K

7W DS2.560.C1K

10W DS2.564.D1K 10W DS2.563.D1K

10W DS2.560.D1K

3W DS2.561.G1K

7W DS2.561.C1K

10W DS2.561.D1K

ESTER ELISA
SQUARE BOLLARD

Pcs 6
Kg  16
mc  0,145

Pcs 12
Kg  24
mc  0,145

Pcs 18
Kg  22
mc  0,092

Pcs 18
Kg  23
mc  0,092

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K

CCT SETTABLE GX53 LED LAMP INCLUDED
3000K/4000K/6500K


